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 Valves 03 Quick Release Valves

QRN™ Quick Release Valve
• Maintenance Kit 104463

V.M.R.S. 13-010-008

QR-1® Quick Release Valve
• Available Remanufactured Exchange
•  Use maintenance kit piece no. 260519 to convert 0 PSI 

crack pressure valves to 1 PSI

V.M.R.S. 13-010-008

 Service New Supply   Delivery Crack

 Pc. No. Port Port Press Mounting

 802745 1/2" 3/8" 1 PSI Max .34 holes
 802743 3/8" 3/8" 1 PSI Max .34 holes
 802741 3/8" 3/8" 5-8 PSI .34 holes
 802744 3/8" 3/8" 1 PSI Max .34 x .75 slots
 065213 3/8” 3/8” 4.5-7.5 PSI .34 x .75 slots
 065214 3/8" 3/8" 2-4.5 PSI .34 x .75 slots
 802742 1/2" 3/8" 5-8 PSI .34 holes
 065311 1/2" 3/8" 4.5-7.5 PSI .34 x .75 slots
 065347 1/2" 3/8" 2-4.5 PSI .34 x .75 slots
 800439 1/2" 3/8" 2-4.5 PSI –

3-1/4"

Exhaust

11/32"
Dia Mtg
Holes

2-1/2"

Supply

Delivery
(2)

Mounting Supply

Exhaust
(Unthreaded)

Delivery
(2)

2-1/4"

Exhaust
(Unthreaded)

Delivery

Piece Number,
Date Code, and

T.M.C. Identifications 
Stamped Here

Body

Delivery

Supply

QRN-2™ Quick Release Valve
The QRN-2™ quick release valve is a lightweight, nonmetallic 
quick release valve.
Supply port: 1/2" or 3/8"
V.M.R.S. 13-010-008

1-1/2"

PTC - Push-to-connect fittings

1-1/2"

1-1/2"

Service 
New 

Pc. No.
Supply 

Port
Delivery 

Ports
Crack 

Pressure
800063 1/2" NPT 3/8" NPT 0 PSI

800064 3/8" NPT 3/8" NPT 0 PSI

800219 1/2" PTC 1/2" PTC 0 PSI

Reman. 
Exch.

Pc. No.

Service 
New 

Pc. No.
Supply 

Port (PT)
Delivery 

Ports (PT)
Crack 

Pressure Comments

229813RX 229813N 3/8" 1/4" 0 PSI

229844RX 229844N 1/2" 1/4" 0 PSI

229859RX 229859N 3/8" 3/8" 0 PSI

229860RX 229860N 1/2" 3/8" 0 PSI

281024RX 281024N 1/4" 1/4" 0 PSI

288251RX 288251N 3/8" 3/8" 0 PSI 3/8" PT Exhaust 

278483RX 278483N 1/2" 3/8" 5-8 PSI

– 102344N 3/8" 3/8" 10-16 PSI 

289525RX 289042N 3/8" 1/4 1 PSI max w/ insert

289525RX 289525N 3/8" 3/8" 1 PSI max w/ insert

11/32"
Dia Mtg
Holes
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QR-1C ®  Quick Release Valve
• Available Remanufactured Exchange
• Use maintenance kit piece no. 260519 to 

convert 0 PSI crack pressure valves to 1 PSI

V.M.R.S. 13-010-008

 Reman. Service  
 Exch. New Delivery Exhaust             Crack
 Pc. No. Pc. No. P.T. Size P.T. Size Pressure
 289182RX 289182N 1/4" – 0 PSI
 289714RX 289714N 3/8" – 0 PSI

– 107881N 3/8" 1/2" w/ Silencer 0 PSI
 – 800539 3/8" – 1 PSI Max 
 – 109094N 3/8" – 5-8 PSI

1-1/2"

1/4" P.T.
Balance

1/4" P.T.
Supply

Exhaust

11/32"
Dia. Mtg.

Holes

Delivery (2)

2-11/16"

QR-L ™  Inline Quick Release Valve

V.M.R.S. 13-010-008

Exhaust

1/2" P.T.

1-1/8" UNS

3/8" P.T.

1/2" P.T.

Direct Mount

Frame or Bracket Mount

 Service
 New
 Pc. No. Comments
 800332 Frame or Bracket Mount
 800333 Direct Mount

1/2" P.T.

Exhaust




