
182 Pigtails, Brackets and Grommets
Spirales de Raccord, Bague de Montage et Supports      Conectores / Soportes rígidos y flexibles
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Thin-Line LeD PigTaiLs

Factory-molded plugs for use with ULTRA-BLUE-SEAL® trailer wiring system   
•  UBS sealing ring  •  Uses patented double-seal protection  •  Grease 
grooves for additional sealing protection  •  Slim-Line .180 male

66930 5" Long, Chassis Ground System
66931 6" Long, Ground Return

seaLeD Marker LaMP PigTaiLs

Factory-molded plugs for use with ULTRA-BLUE-SEAL® trailer wiring system  
•  Double seal resists corrosion  •  Fits 2",  and 2 1/2" round and beehive-
style LED and incandescent lamps  •  Slim-Line .180 male

DOUBLE SEAL:
67001 6" Long, Ring Terminal Ground, Blunt Cut Wire
67001-5 6" Long, Ring Terminal Ground, Blunt Cut Wire 
66850 6" Long, Chassis Ground
66851 6" Long, Ground Return

SINGLE SEAL:
66801 6" Long, Ground Return
67050 6" Long, Ring Terminal Ground, Blunt Cut Wire
67050-5 6” Long, Ring Terminal Ground, Blunt Cut Wire 
66840 6" Long, Chassis Ground, Standard .180 Male
66800 6" Long, Chassis Ground, Slim-Line .180 Male

CLearanCe / Marker PigTaiLs

Factory-molded plugs for use with ULTRA-BLUE-SEAL® trailer wiring system  
•  Fits 4674 series clearance / marker lamps, and 4709 and 6029 / 6030 
license and utility lamps  •  Pigtail designed to be integral part of mounting 
bracket (43780)

66980 6" Long, Chassis Ground, Slim-Line .180 Male
66981  6" Long, Universal Replacement, Blunt Cut, Ring  

Terminal Grommet
66982 8" Long, Ground Return

Marker LaMP PigTaiL

Fits all Grote 2-bulb marker lamps with flag terminals, including 4526-, 4546-, 
4593-, 4630-, 4678- and 4679- series lamps

67120 7 3/4" Long, .180 Slim-Line Male
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183Pigtails, Brackets and Grommets
Spirales de Raccord, Bague de Montage et Supports      Conectores / Soportes rígidos y flexibles
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seaLeD, eConoMy CLearanCe/ 
Marker LaMP PigTaiL

Fits 4607 series lamps

66360 6 3/4" Long w/ 3/8" Wire Strip

TurTLebaCk® ii DoubLe-seaL  
LaMP PigTaiLs

Factory-molded plugs for use with ULTRA-BLUE-SEAL® trailer wiring system   
•  Pigtail for 4680-, 4684-, 4686- and 4687- series lamps  •  All connections 
fit under lamps 

66910 6" Long, Chassis Ground, Slim-Line .180 Male
66911 6" Long, Ground Return, Standard .180 Male
67070 2 1/2" Long, Ground Wire, Standard .180 Male
67071 Two-Wire, Standard .180 Male

senTry LaMP PigTaiLs

Factory-molded plugs for use with ULTRA-BLUE-SEAL® trailer wiring system  
•  Sealed plug-in pigtail for 5206-, 5202-, and 5306- lamps  •  O-ring helps 
prevent moisture and corrosion

66900  6" Long, Chassis Ground, Slim-Line .180 Male, 3 1/2" Ground, 
Star Ring Terminal

66903 Three-Wire, Standard .180 Male (5306 Lamps Only)
66904 6" Long, Ground Return, Slim-Line .180 Male
66905 6" Long, Chassis Ground, Slim-Line .180 Male

senTry LaMP singLe FunCTion  
90° PigTaiL

90° molded plug at lamp  •  Packard connector at power end (15300027)   
•  O-ring resists moisture and corrosion

66920 30" Long, 90° Plug
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